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1. CAMERA B-15 WAS USED IN MISSION 3976 FLOWN ON 11 DECEMBER ~

1964. PROCESSING WAS ACCOMPLISHED BY NAV RECON TECH SUPPCEN. 075 FILES-
2. ORIGINAL NEGATIVE:

A. THE EXPOSURE WAS ADEQUATE. ATMOSPHERICS DEGRADE THE
RESOL UTION TO THE EXTENT THAT IT IS ONLY CONSIDERED FAIR.

B. SR SIDE: A LONGITUDINAL PLUS DENSITY LINE IS PRESENT 6.27
FROM THE INBOARD EDGE IN THE FIRST 399 FRAMES, AND A SIMILAR LINE
EXISTS 3.3" FROM THE SAME EDGE THROUGHOUT THE MISSION. A MINUS
DENSITY STREAK OCCURS APPROXIMATELY 8.3" FROM THE INBOARD EDGE
IN FRAMES 625 TO 627. MANY SMALL EMULSION LIFTS, PROBABLY CAUSED
BY A TACKY ROLLER, OCCURRED WITHIN THE FIRST 18 FRAMES OF PARTS
2, 11, AND 12. ON THESE SAME FRAMES THERE ARE MANY, FINE, LONGITUDINAL
SCRATCHES. A WAVY PLUS DENSITY STREAK APPROXIMATELY 1" FROM THE
INBOARD EDGE RUNS THROUGH FRAMES 134 TO 178. CHEMICAL SPOTS ARE
PRESENT ON FRAMES 556, 665, 1208, AND 1955 TO 1958. MANUFACTURING

SPLICES EXIST IN FRAMES 638, 1478, AND 2469. A HEAT SPLICE IS
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PRESENT IN FRAME 1282.
C. 9L SIDE: EDGE STATIC AND EDGE FOG ARE PRESENT ALONG BOTH

SIDES THROUGHOUT. A ROW OF MINUS DENSITY DOTS SPACED 1.55" APART
IS FOUND 1.0" FROM AND PARALLEL TO THE INBOARD EDGES OF EVERY FRAME.
NUMEROUS PINHOLES AND/OR SMALL BLISTERS ARE NOTED THROUGHOUT.
PLUS DENSITY SPOTS OCCUR FREQUENTLY, ESPECIALLY TOWARD THE END OF
THE MISSION, 3.25™ FROM THE INBOARD EDGE AND 3.1" FROM THE OUTBOARD
EDGE. OTHER FOGGED AREAS APPEAR OCCASIONALLY WITHIN 3" FROM THE
OUTBOARD EDGE., A HEAT SPLICE IS CONTAINED IN FRAME 1203 AND A
MANUFACTURER'S SPLICE IS LOCATED IN FRAME 436.

D. BOTH SIDES: THE LAST TITLED FRAME ON BOTH SIDES IS 2529.

E. NO MAJOR CAMERA MALFUNCTIONS OR PROCESSING ANOMALIES WERE
NOTED ON THIS MISSION.

3. DUPLICATE POSITIVE:

A. THE PI SUITABILITY RANGED FROM POOR TO FAIR BECAUSE OF THE
HAZE AND CLOUDS.

B, THE PRINTING AND PROCESSING ARE GOOD.

C. CLOUDS DEGRADE OR OBSCURE APPROXIMATELY 65 PERCENT OF
THIS MISSION.
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